FLUSH-MOUNT RETURN FITTING WITH WATER
STOP, EYEBALL AND NUT (FITS INSIDE 2" PIPE)

Product Image and Dimensions

Optional Part #
VSIW102
To make adjustments to
jet or directional eyeball T
locking ring. s
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| 1. Flush Mount Water Stop Body, 2" Spigot
2. Standard Eyepall
Part # 33XX 3. Standard Locking Nut
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FEATURES STANDARD COLORS
- Slipsinside 2" pipe [ ] 3301-White
- Comes with 1" orifice eyeball B 3302-Black
- 1%"FPTin the front face 3303 - Light Gray
- Finishes flush, no protrusion past the surface B 3305 - Dark Gray
- Integrated water stop helps prevent leaks 7 3300-Cl
- Manufactured from ABS material ear
250 per case
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AquaStar Specific Eyeball GPM, Velocity and Head Loss Ratings

P 877-768-2717 F 877-276-POOL

info@aquastarpoolproducts.com

CS092-070726

33xx (1") ENBxxx (3/4")* ENCxxx (1/2")*
GPM Velocity Head Loss Velocity Head Loss Velocity Head Loss
(fps) (ft) (fps) (ft) (fps) (ft)

5 2.2 0.1 3.6 0.5 8.2 2.4

10 4.4 05 7.3 1.8 16.3 8.7

15 6.6 1.1 10.9 3.7 24.5 18.6
20 8.8 1.9 14.5 6.2 32.4 32.0
25 11.0 3.0 18.2 9.4

30 13.2 4.4 21.8 13.1

35 15.4 6.1 25.4 17.3
40 17.6 8.0
45 19.7 10.2
50 219 12.7 *Must be ordered separately. Includes ENxxx (1").
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